
FOR DECADES, ENGINEERS AND CONTRACTORS  

HAVE TRUSTED WASKEY FOR CUSTOM, COMPLEX  

PRECAST SOLUTIONS.  

Prestressed concrete is the natural next step in 
Waskey’s evolution. Built on in-house engineering, 
controlled production, and the logistics required to 
deliver consistently at scale.

The Prestressed Advantage 
Prestressing introduces a calculated 
precompression force into the concrete member 
before it ever sees a live load. That effective 
prestress counteracts tensile stresses under 
service conditions, improving serviceability, 
controlling crack width, and enabling longer clear 
spans with shallower, more efficient sections. 
Ideal for bridges, rail, industrial platforms, marine 
structures, and wall systems.
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Benefits of Prestressed Concrete

Standards & Compliance
 ACI/PCI 319-25

 ASTM A416 low-relaxation strand

 PCI MNL116 tolerances
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Performance
 Long-span structural efficiency

 Enhanced load-carrying capacity

 Greater clear spans achieved with less steel

Durability
 Better crack control

 Stronger performance in corrosive/ 
high-moisture environments

 Engineered to account for prestress losses and 
maintain long-term stability.

Execution
 Simplified preliminary design through published  
span-load tables

 Faster installation

 Reduced onsite construction time

 Calculated camber for deflection control


